Champion Thread Companye ChampWax®

Advancing the Common Thread

Champion Thread’'s ChampWax is a cost-effective lacing twine cord alternative to plastic cable ties. It
is a cabled or twisted polyester waxed yarn used in indoor and outdoor telecom, electrical cable
installations, furniture, and other hand-tying applications. ChampWax is made with CTC’s proprietary
wax coating to ensure the strength, durability, bendability and low stretch characteristics needed to
create secure, non-slip knots in all working conditions.

ChampWax Features/Benefits

* High Tenacity - Strong and Durable

* Non-Slip Surface Coatings

* Tight, Secure Knots - Minimal Stretch

« Soft and Flexible - No Sharp Edges

* Resistant to UV, Mildew, Abrasion, Acids

ChampWax Specifications

Tex Size Approx. Yield (yd/Ib) | Nominal Breaking Strength (Ib)
4-Ply 810 77
9-Ply 380 160
12-Ply 280 210
20-Ply 185 350

Since 1979, Champion Thread Company® has developed and produced premium sewing threads,
engineered yarns, and accessories for textile and sewn products manufacturers. With decades of
consistent growth, CTC® remains dedicated to delivering the highest quality at competitive prices.
This promise is supported by the technical and industry expertise to solve the most demanding
product, production, and supply chain challenges. Family-owned and operated, CTC delivers a level
of quality, service, and partnership that larger firms have long forgotten and small suppliers cannot
sustain.
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