Champion Thread Companye Pol hermaBond®

Advancing the Common Thread

Champion Thread’s Poly ThermaBond is a high-tenacity continuous multiflament twisted polyester
bonded thread for demanding sewing applications. Bonding protects filaments from heat during sewing
and abrasion after sewing. Poly ThermaBond is designed for high-performance sewing of heavy or
abrasive materials, including those used in high UV applications. Using Poly ThermaBond can

dramatically improve sewing productivity.

STANDARD 3 §

Poly ThermaBond Features/Benefits 100 ==

* Proprietary lubrication ensures excellent sewing performance
* High resistance to ultraviolet rays, microorganisms, and mildew
« Strong uniform construction & sewing consistency

* Excellent seam strength & color fastness

* Reduced friction and abrasion

HUS.57493
henstein

Poly ThermaBond Specifications

Tex Size Single End Break (lb) | Metric Needle Size
T-21 34 65/9
T-35 52 80/12
T-45 7 90/14
T-70 10.5 100/16
T-90 13.3 120/20
T-135 215 140/22
T-210 31 160/23
T-270 41 180/24
T-350 56.5 230/26
T-400 66 250/27
T-600 88 280/28

Since 1979, Champion Thread Company® has developed and produced premium sewing threads,
engineered yarns, and accessories for textile and sewn products manufacturers. With decades of
consistent growth, CTC® remains dedicated to delivering the highest quality at competitive prices.
This promise is supported by the technical and industry expertise to solve the most demanding prod-
uct, production, and supply chain challenges. Family-owned and operated, CTC delivers a level of
quality, service, and partnership that larger firms have long forgotten and small suppliers cannot sus-
tain.
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